
To supply Tamlite ARPS Series of LED fixtures as specified. The luminaire shall operate at

and use a dimmable, constant current type driver. The housing shall be constructed of with a .

All hardware to be stainless steel. Bottom access wiring compartment to be hinged and sealed

with a durable foamed gasket. Fixtures to come standard with a NEMA7 style twist lock socket

and shorting cap.Optics to be constructed of be sealed via captive gasket and complete with a

LED's shall be as specified with a colour tolerance. Fixture shall be UL Safety US-CA listed.

Project:

Location:

Model#: AR-PSSQ Type:

Client: Qty:

Prepared by: Date:

© March 21st 2026 Tamlite Lighting Canada. All rights reserved. Specifications are subject to change without notice. Consult manufacturer for latest version of this
specification sheet. Tamlite Lighting | 7805 HWY 50, VAUGHAN, ON. L4H 3N5 | Tel: (905) 495-4432 | Fax: (905) 495-3494 | www.tamlite.ca

SERIES SPECIFICATIONS

PERFORMANCE SPECIFICATIONS

Certification Standards: UL Safety US-CA CCN Number: IFAM7.E359675

PHYSICAL SPECIFICATIONS

Box Quantity: 1 Box Weight: 2 kg

Line Drawings Series Architecture

SHIPPING INFORMATION

Box Quantity: 1 Box Weight: 2 kg
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LINE DRAWING

Line Drawings
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