
To supply Tamlite EVK series of LED fixtures as specified. Kit to include plug-in power supply 

@ 45W, three(3) EVKLY disc fixtures @ 10W each and connector cables.
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SERIES SPECIFICATIONS

PERFORMANCE SPECIFICATIONS

Isolux Diagram

Zonal Lumen Summary
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Co-efficient of Utilization

Initial Lumen Output: 3 @ 430lm

Beam Angle: 120 deg

UL Classification: Wet Location Listed 

(heads only)

Efficacy: 43lm/W

Field Angle: 70 deg

Ambient Operating Temp: 0C to +40C

CBCP: 160cd

Luminaire Type: Direct

Limited Product Warranty: 5 Year(s)
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LED SPECIFICATIONS

SPD

Source Type: LED

Colour Temperature: 3000K

CRI: > 90 L70: > 50000 Hrs

ELECTRICAL SPECIFICATIONS

Input Voltage: 120Vac

Internal Circuits: 3 @ 10W each

Input Frequency: 50-60Hz

Current Draw@ 120Vac: 1.9

Fixture Draw: 45W

Dimming: Not Suitable for Dimming

PHYSICAL SPECIFICATIONS

Finish Colour: Satin Nickel

Mounting: Recessed

Lens Type: Opal

Finish Type: Powder Coated

Housing Material: Aluminium

Reflector Material: Micro Dot

Wiring: Hard wired with harness included.

Lens Material: PMMA

SHIPPING INFORMATION

OrderingCode(s): EVK-LY330SN-24V

Carton Quantity: 4

Box Quantity: 1

Carton Dimensions (l-W-H): 450 x 310 x 

192 mm

Box Dimensions (L-W-H): 435 x 147 x 

84mm
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LINE DRAWING

Line Drawings
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