TAMLITE [

LIGHTING Location:

Model#: CMS180BZ Type:
Client: Qty:
Prepared by: Date:

SERIES SPECIFICATIONS

1/2" threaded knuckle mount. PIR, 180 degrees of coverage, Max 600W Incandescent, 150W

LED, 40W CFL
0 EBRAD

PERFORMANCE SPECIFICATIONS

Certification Standards: cETLus, UL-773A Limited Product Warranty: 3 Year(s)

ELECTRICAL SPECIFICATIONS

Input Voltage: 120Vac Input Frequency: 50-60Hz Current Draw@ 120Vac: 5
Dimming: 0-10Vdc, (0% Min Light Level)

OCCUPANCY SENSOR INFORMATION

Sensor Type: Passive Infrared (PIR) - Control Type: On-Off Input Voltage: 120Vac
Outdoor
Programing Type: Dials on Body

PHYSICAL SPECIFICATIONS

Finish Colour: Bronze (RAL-8019) Mounting: 1/2" knuckle Housing Material: Polycarbonate
Lens Material: Polycarbonate Lens Type: Frosted

SHIPPING INFORMATION

OrderingCode(s): CMS180BZ

Carton Quantity: 6 Box Quantity: 1 Box Dimensions (L-W-H): 100 x 75 x 80
Carton Dimensions (I-W-H): 517 x 467 x mm
178mm
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