
Machined aluminium fitting allows for the installation on 3/4" NPT pipe while allowing the 

power cable to be connected to the electrical box. Also included is a 1/2"-3/4" reducing 

bushing.

Project:

Location:

Model#: HBM-PM Type:

Client: Qty:

Prepared by: Date:

© July 20th 2025 Tamlite Lighting Canada. All rights reserved. Specifications are subject to change without notice. Consult manufacturer for latest version of this 
specification sheet. Tamlite Lighting | 7805 HWY 50, VAUGHAN, ON. L4H 3N5 | Tel: (905) 495-4432 | Fax: (905) 495-3494 | www.tamlite.ca

SERIES SPECIFICATIONS

ELECTRICAL SPECIFICATIONS

Dimming: 0-10Vdc, (0% Min Light Level)

PHYSICAL SPECIFICATIONS

Finish Colour: Black

Housing Material: Die-cast Aluminium

Finish Type: Textured powder coat over 

chromate conversion coat

Entries: 1 for cable pull through

Mounting: 3/4" or 1/2" NPT. Pipe fittings 

by others

SHIPPING INFORMATION

OrderingCode(s): HBM-PM

Box Weight: 0.2 kg

Box Quantity: 1 Box Dimensions (L-W-H): 200 x 200 x 

200mm
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LINE DRAWING

Line Drawings
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