
To supply Tamlite TLPEMK series of LED emergency drivers as specified.

Project:

Location:

Model#: TLPEMK-UNV Type:

Client: Qty:

Prepared by: Date:
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specification sheet. Tamlite Lighting | 7805 HWY 50, VAUGHAN, ON. L4H 3N5 | Tel: (905) 495-4432 | Fax: (905) 495-3494 | www.tamlite.ca

SERIES SPECIFICATIONS

PERFORMANCE SPECIFICATIONS

Environmental Rating(s): IP20

Certification Standards: cULus

UL Classification: Damp Location Listed

Limited Product Warranty: 5 Year(s)

Ambient Operating Temp: 0C to +40C

ELECTRICAL SPECIFICATIONS

Input Voltage: 120~277Vac Input Frequency: 50-60Hz

PHYSICAL SPECIFICATIONS

Finish Colour: RED

Mounting: Fixture

Entries: 4.500" Knockouts

Finish Type: Powder Coated

Housing Material: Steel

Wiring: Junction Box

Weight: 5 kg

SHIPPING INFORMATION

OrderingCode(s): TLPEMK-UNV

Box Weight: 5 kg

Carton Weight: 5

Box Quantity: 1

Carton Quantity: 1

Box Dimensions (L-W-H): 355 x 60 x 60 

mm

Carton Dimensions (l-W-H): 355 x 60 x 

60 mm
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LINE DRAWING

Line Drawings
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