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Model#: HBX100-SLQ Type:
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Prepared by: Date:

SERIES SPECIFICATIONS

To supply the Tamlite HBX-100 Lense
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ELECTRICAL SPECIFICATIONS

Dimming: 0-10Vdc, (0% Min Light Level)

SHIPPING INFORMATION

OrderingCode(s): HBX100-SLQ

SERIES ARCHITECTURE

Series Architecture

HBX - - - - - -
| Part | Wattage | CCT | Mountig | Voitage | Finish | Accessories
HBX | 50 sow 30K 3000K | [Blank] Suspended UMY 120-277 VAC |'WH 'White 8] Occupancy Sensor
100 100W | 40K 4000k SM | Surface Mount 34T 34T VAC WG Wire Guard
150 150W | 50K 5000K PM PendantMount WRY 120-347 VAC SM  Surface Mount Kit
200 | 200w PM  Pendant Mount Kit

C10 10 ft Cabtire Set
DC-REM FIR Programer

© March 21st 2026 Tamlite Lighting Canada. All rights reserved. Specifications are subject to change without notice. Consult manufacturer for latest version of this
specification sheet. Tamlite Lighting | 7805 HWY 50, VAUGHAN, ON. L4H 3N5 | Tel: (905) 495-4432 | Fax: (905) 495-3494 | www.tamlite.ca l/l



