Tamlite Lighting Canada

10 Perdue Crt. Caledon, ON
HBX20050K-UNV-WH

4FT 205W LED HIGHBAY LUMINAIRE
LED 5000K

VOLTAGE 118.5V

CURRENT 1.750 A

POWERFACTOR 0.991

Horizontal Footcandles

Scale: 1 Inch = 20 Ft.

Light Loss Factor = 1.00

Lumens Per Lamp = N.A. (absolute photometry)
Luminaire Lumens = 28657

Mounting Height = 20.00 Ft

Maximum Calculated Value = 23.92 Fc
Arrangement: Single

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : TCA_IES_HBX20050K-UNV.IES
DESCRIPTIVE INFORMATION (From Photometric File)

Tamlite Lighting Canada

10 Perdue Crt. Caledon, ON
HBX20050K-UNV-WH

4FT 205W LED HIGHBAY LUMINAIRE
LED 5000K

VOLTAGE 118.5V

CURRENT 1.750 A

POWERFACTOR 0.991

TEMPLATE SPECIFICATION

Horizontal Footcandles

Scale: 1 Inch = 20 Ft.

Light Loss Factor = 1.00

Lumens Per Lamp = N.A. (absolute photometry)
Luminaire Lumens = 28657

Mounting Height = 20.00 Ft

Maximum Calculated Value = 23.92 Fc
Arrangement: Single

LUMINAIRE LAYOUT INFORMATION
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations.
Results derived from content of manufacturers photometric file.
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